*Designed to keep

" diameter bolt

from slipping 1
through. .

OnE'Piece Type
Construction . 5

Serrated Locking
/ Ring

Hex and Lock Nut
| | to be installed

‘{ngide of housing

Wire Qutlet
: for
Vertical Span Wire Mounted Traffic Signal and
Flashing Beacon Heads

susc R ioe

Either provide a Rubber
Gasket or "O' Ring which
fits into Serrated Locking
Ring or a Rubber Gasket-
and metal washer which
fits inside the housing

Notes:

The Wire Outlet, Balance adjuster, Hub
and Span Wire Slamp is a typical de-
sign labeling specific items required.
Other Wire Outlets, Balance Adjusters,
Hubs, and Span Wire Clamps of similar
design providing the items labeled will
be acceptable.

Any open end of an assembled signal
housing shall be plugged wiht an orna-
mental cap and gasket.

Allen Set Screws and other types of
locking or set screws will not be per-
mitted in hex nuts, signal heads hubs, and
cross cennection fittings; nor will holes
be permitted. for these screws.
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Serrated Locking Ring~Detail

Cut Away View

Showing.Cotter.Pin\\“h_ﬁ

**The bolt shall be stain-
less steel, heavy zinc
electroplated on steel
Type GS of ASTM-Al64, or
of a metal of adequate

-Cotter Pin-
S ——

Qotter Pin
1o %':£ diameter

=, bolt **

%i {é‘ diameter
"bolt ¥

Cotter Pin.

strength that will not
rust .

SPAN WIRE CLAMP and.BALANCE.ADJUSTER ASSEMBLY ..
(- for all Span Wire Mounted Traffic.

Signal- and Flashing
Beacon Heads)
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*Designed to keep
i" diameter bolt
from slipping
through. *

Rubber Casket/‘ % One Piece Type

(one under each cap) Gt Construction

: I-
Fliimnt: et

Croes Connection

Pitting

kb =—
Either provide a Rubber ‘ Lock- Nut:/!’__* - Threaded
Gasket or "0O' Ring which ) Hex Nut , :
fits into Serrated Locking | / B oiﬂhgﬁrkizsket
Ring or a Rubber gasket . ' S ‘ ‘ ' &
and metal washer which fits|| Waaocszs - ' Serrated . i Integrally cast
inside the housing . Ring- ol g 4

or seperate .
‘Serrated Locking

Ring®

' ' <————Hex Nut
Hex Nut and Lock Nut . | _
to be installed inside Emm—— Lock Nut

of housing ' E\Threaded ' "III”” ;

PIPE BRACKET SIGNAL FACE ENTRANCE
FITTING FOR ALL SPAN WIRE MOUNTED

 TRAFYIC SIGNAL AND FIASHING BEACON ~ CLos® Commection
HEADS EXCEPT ONE-WAY VERTICAL Fitting

MOUNTED HEADS . :

WIRE OUTLET AND CROSS-CONNECTION FITTING
FOR HORIZONTAL SPAN WIRE MOUNTED TRAFFIC SIGHAL
AND FIASHING "BEACON HEADS

pReseT==———— A

Opening shall’ not
'Integrally -cast or separate :
Serrated Locking King@

‘Note: A three-way Signal Head
Hub will differ in design:
from that shown on this -~
drawing. '

24 _Rubber Gasket

b= : = & 1f a separate serrated
n!'n tén %\ _ ' o locking ring is provided,
T 1 u:’ ‘““Removable Bottom Plate the cross-connection
) ' o ' fitting and the signal
SIGNAL HFAD HUB head hub will be notched
FOR TWO-WAY, THREE-WAY, AND FOUR-WAY VERTICAL to hold the serrated ring.

SPAN WIRE MOUNTED TRAFFIC SIGNAL AND FLASHING BFACON HEADS
(Except for Two-Way,Two~Section Bouncing Ball Heads)
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